
�. Vital Precautions to Follow

Control Lever
Shiftless/ for Blips

User's Manual
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The EQUAL control lever has many differences from other shifters, so be sure to use it in accordance 
with this manual
Although this manual describes both "Shiftless" and "for Blips" models, the diagrams shown are for 
the "for Blips" model.
Please note that the Blips™ unit itself is not included with this product and is sold separately.

Caution: There are sharp edges on the main unit. Be careful to avoid injury.

Caution: Excessive inward or outward tilting may cause damage to the main unit or handlebar and lead to 
insufficient clamping force, resulting in accidents.

Please prepare any other tools necessary for installing the equipment.

�. Names of each part

�mm or less

Bracket Cover

Brake Lever

�. Operation Guide

�. Installation Procedure

Braking Operation

�-�.Mounting to the Handlebar
　Peel back the bracket cover from the handlebar band side.

　When the large brake reach adjuster is installed, the brake lever will move approximately �.�mm 
closer than the shipped position.

　When the small brake reach adjuster is removed, the brake lever will move approximately �.�mm 
farther away from the shipped position.

�-�.Installation of Brake Cable
　[Compatible Brake Cable/Outer Casing］

�-�.Brake Reach Adjuster Adjustment
　The brake lever reach can be adjusted in three stages using the adjuster.

　The clamp bolt is tightened at the factory, so please loosen it using a �mm hex wrench before 
passing it through the handlebar.

　Adjust the installation angle accordingly.

　Tighten the clamp bolt using a �mm hex wrench.（Maximum tightening torque �Nm）

Clamp Bolt

Caution：Always use the "brake outer end cap."
                      Without the end cap installed, the brake may not function properly.

Caution: Always install the brake bead.

Brake bead

　Insert the brake outer casing at the position shown in the diagram below.
　When you lift the bracket cover, confirm that the brake outer end cap is visible in the area shown 

in the diagram (this is pre-assembled during shipment).

　Thread the brake bead onto the brake cable and install it as shown in the diagram below.

*  The small brake reach adjuster is pre-assembled at the time of shipment.
*  The large brake reach adjuster is included as an accessory.

Brake Reach Adjuster Replacement
　Lift the bracket cover and use a Phillips screwdriver #� to replace the brake reach adjuster.
     (Maximum tightening torque: �.� Nm)
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Small Brake Reach Adjuster

Large Brake Reach Adjuster
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*  When the brake reach adjuster is replaced, it is essential to adjust the brake according to section �.

Brake Reach Adjuster 

Shimano Road Type
　Inner brake cable diameter　：�.�mm
　Outer casing diameter　　　　：�mm

End cap

�mm Hex Wrench

Brake Adjustment
　Because Blips are attached to the brake lever, the lever stroke is smaller than usual.
    To ensure sufficient braking force during lever operation, adjust the brake caliper and secure the 

lever stroke.

Clamp Band (for Handlebar) Clamp Bolt

Reach Adjuster

�. Blips Installation/Removal Procedure

�-�. Blips Installation
　Insert the Blips from the thinner end.

�-�. How to remove Blips
　Insert a flathead screwdriver into the notch of the case to lift the Blips from the case.
     While it is lifted, press the Blips switch in the direction of arrow ➁ to remove it.

➀

➁

*  Blips™ is a trademark of SRAM, LLC.

・If you do not have expertise in bicycles, do not attempt to install the parts. If you are unsure about the 
installation process, please consult a professional shop or an expert.

・If you have any questions or uncertainties about the instructions, do not proceed with the installation. Please 
consult the store where you purchased the product.

・Our company will not be held responsible for any damages, injuries, or accidents caused by the installation 
of this product, except in cases of manufacturing defects. This includes issues caused by incorrect 
installation or insufficient maintenance.

・We publish the concepts and data related to the design and features of this product on our website. We 
recommend reading it before using the product.

・A dealer manual for professionals with bicycle-related knowledge is also available on our website.
For your safety, please read this user manual thoroughly before proceeding with installation or use of 

the product.

Important Notice

［Warning］
・When installing the product, always follow the instructions in the user manual. Incorrect installation can lead 

to serious accidents and severe injuries.
・Ensure that the control lever is securely attached to the handlebar without any looseness.
・Use a handlebar that can be securely attached. If it cannot be properly installed, it may cause serious 

accidents and injuries.
・If any "cracks" or "chips" are found, stop using the product immediately.
・Before riding, operate each lever to ensure there are no abnormalities. If you notice any issues, cease use and 

resolve the problem.
・Before riding, check the brake cables for any fraying. Fraying can cause the brake cables to snap, resulting in 

loss of braking power.
・Before riding at higher speeds, test the brakes at low speed to confirm their braking power.
・Applying strong pressure on the front brake can cause the front wheel to lock, leading to a forward fall and 

potentially serious injury.
・Braking distances will increase in wet conditions. Reduce speed and apply the brakes early.
・When the road is wet, sudden braking can cause the tires to slip and lead to a fall. Reduce speed and apply 

the brakes early. 

［Caution］
・Follow the instructions in this manual. Failure to do so may cause parts to break.
・Do not operate the lever with excessive force. This could lead to damage to the internal mechanism of the 

control lever, the lever itself, or the connected equipment via cables.
・Do not use high-pressure washers. They can cause malfunctions, damage, and rust.
・Parts with minor cosmetic defects but without functional issues are treated as good parts.
・The specifications of this product may change without notice.

Caution / Warning

�. Introduction

�. Spec
・Brake System Mechanical. It corresponds to a lever (short pull) for road/cantilever 

brakes. Please use caliper brakes or mechanical disc brakes. V brakes 
are not supported.

・Hex wrench　�mm
・Phillips head screwdriver　#�
・ flathead screwdriver( for Blips removal）

（Please use tools with the dimensions shown in the figure)

�. List of required tools

Learn More
Dealer Manual, various other
documents, and FAQ are 
available here.


